
 

 
 DESCRIPTION: 
  
MAXTREAT- 2550 liquid formulation of scale inhibitors and antifoulants along with 
inhibitors for noble metallurgy designated to protect recirculating cooling water systems 
from scale, fouling, iron fouling and corrosion. The product contains specialized 
inhibitors based on latest generation polymer technology and organophosphonates for 
controlling precipitation of calcium phosphate, carbonate, sulfate and dispersion of heavy 
metals and suspended solids.  
 
 

Chemical Division 

 BENEFITS 
 

• Latest generation copolymer and organophosphonates for effective inhibition of 
Scale and Fouling by Fe, Ca, SiO2, heavy metals and by suspended solids (air and 
waterborne). Good PO4, SO4 scale inhibition. 

• Effectively inhibits corrosion of Noble Metallurgy with chlorine stable azoles  
• Stable in normal operating conditions including chlorination. 
• Effective over a wide pH range. 
• Also functions as an all organic corrosion inhibitor for MS. 
• All azoles etc chlorine stable. No need to alter feed during application. 

 
 

MAXTREAT 2550 
A COMPLETE ALL ORGANIC DISPERSANT, ANTISCALENT & 

CORROSION INHIBITION FORMULATION 
 



 
 APPLICATION & DOSAGE: 
 
Dose of corrosion inhibitors varies with TDS, hardness, system 
operating conditions and pH of operation.  
Your THERMAX representative will provide technical  
assistance in determining the optimum dosages rate based on  
system’s requirement.   
 
 
 HANDLING AND SAFETY: 
 
Dosages of MAXTREAT- 2550 varies depending upon the  
make up water quality and operating conditions.  
MAXTREAT 2550 should be dosed at a point in the system at 
maximum turbulent zone for good mixing. Thermax will assist 
you in designing optimum product requirement. 
 
 
 
 PACKING: 
 

Maxtreat - 2550 is available in 35 kg carbouys. 
 
 
 

  

Sustainable Solutions in 
Energy & Environment 
 

Chemical Division 
ISO 9001 : 2000 &14001: 2004 & OHSAS 18001 : 1999 
 
97- E General Block, M.I.D.C., Bhosari, 
Pune - 411026, India. 
Tel.: 020-27120169 / 27120181 
Fa x: 020-27120206 
E-mail : chemicals@therma x india.com 
 
AHMEDABAD 
409-411 Mahakant, Opp. V. S. Hospi tal, 
Ashram Road, Ahmedabad 380 006, India. 
Tel.: 91-79-26575408 Fa x: 91-79-26577270 

 
w w w.therma xindia.com 

International of fices at 
Indonesia, Russia, Ka zakstan, Saudi Arabia, 
Malaysia, Bangladesh, Sri Lanka, Hong Kong, China, 
Thailand, UAE, Kenya, Nigeria, Bra zil, UK, USA 

Therma x Business Por t folio 

Chemicals 

Cooling & Heating 

Enviro  

Boilers & Heaters 

Power 

We reserve the right to amend any product details without notice. Water & Waste Solutions 

BANGALORE 
No1, RNG PALLAZZO, Ist Floor, South End Street, 
Kumara Park East, Bangalore 560 001, India.  
Tel.: 91-80-2237121-25, Fa x: 91-80-22371726 
 
CHENNAI 
Fatima Ak thar Cour t, 3rd floor, 453 Anna Salai, 
Teynampet, Chennai 600 018, India. 
Tel.: 91-44-24303400, Fa x: 91-44-24353841 

HYDER ABAD 
SBR Gateway, IIIrd floor 301, HITECH CITY 
Madapur, Hyderabad 500 081, India. 
Tel.: 91-40-23253700 Fa x: 91-40-23253799 

MUMBAI 
Dhanrajmahal 2nd floor, Chhatrapati Shivaji Maharaj 
Marg, Near Gateway of India, Colaba, Mumbai 400 001, 
India. Tel.: 91-22-67542200 Fa x: 91-22-22040859 
 
 
NEW DELHI 
9, Communi t y Centre, Basant Lok, New 
Delhi 110 057, India. 
Tel.: 91-11-46087200 Fa x: 91-11-26148679/62 

KOLK ATA 
Amar Jyoti Apartment, 5th floor, BELVEDERE ROAD,  
A zimganj House, 5th floor, 7 Camac Street, Kolkata 
700 017, India. 
Tel.: 91-33-22826711 Fa x: 91-33-22826796 


